4PREVIOUS

AXLE ASSEMBLIES
AXLE ASSEMBLY FLUID Lube Trac-Lok
Axle Use Type Material | Vehicle Family | Description QuartPN  |Capacity* Additive
181 FBI (Dana 30) | Front | Beam Iron TIXJ,Z2J SAE 80W-90 GL-5# | 04874468 2.5 Pt/3.5 Pt (xJ-99and prior) | N/R
m 186 FBI (Dana 30) | Front | Beam Iron TJ,WJ . XJ SAE 80W-90 04874468  J2.5 Pt 2.5 0z (WJ only with Vari-Lok)
|_ 194 FIA (Dana 35) | Front | Independent] Aluminum | AN,DN SAE 80W-90 GL-5 04874468 36Pt N/R
z 194 RBI (Dana 35) | Rear | Beam Iron TJXJ,2J SAE 80W-90 GL-5# J04874468  |3.5 Pt 4oz
< 198 RBI (Dana 35) | Rear | Beam Iron wJ SAE 75W-140 04874469 40Pt 4oz
o 216 FBI (Dana 44) | Front | Beam Iron BR SAE 80W-90 GL-5 04874468 4.8 Pt N/R
E 216 RBA (Dana 44)} Rear | Beam Aluminum | ZJ SAE 80W-90 GL-5# | 04874468 4.75 Pt 4oz
m 216 RBI (Dana 44) jRear | Beam Iron TJ SAE 80W-90 GL-5# | 04874468 40Pt 4oz
: 226 RBA (Dana 44)} Rear | Beam Aluminum § WJ SAE 80W-90GL-5# |04874468 4.75 Pt 40z
| 248 FBI (Dana 60) §Front | Beam Iron BR SAE 80W-90 GL-5# | 04874468 85 Pt N/R
248 RBI (Dana 60) jRear | Beam Iron BR-2WD SAE 90 GL-6 04874466 6.25 Pt 50z
248 RBI (Dana 60) jRear | Beam Iron BR-4WD SAE 90 GL-6 04874466 1.25 Pt 6 0z
267 RBI (Dana 70) jRear | Beam Iron BR-2WD SAE 90 GL-6 04874466 10Pt 70z
267 RBI (Dana 70) jRear | Beam Iron BR-4WD SAE 90 GL-6 04874466 1.75 Pt 80z
286 RBI (Dana 80) jRear | Beam Iron BR-2WD SAE 90 GL-6 04874466 6.8 Pt 80z
286 RBI (Dana 80) jRear | Beam Iron BR-4WD SAE 90 GL-6 04874466 10.1 Pt 10 0z
205 MM Front | Independentj Aluminum | AN,DN SAE 75W-90 GL-5# J05010320AA 3.5 Pt N/R
8.25" Rear | Beam Iron AN,DN,AB SAE 75W-90 GL-5# J05010320AA |4.37 Pt 40z
8.25" Rear | Beam Iron XJ SAE 75W-90 GL-5# J05010320AA |4.37 Pt 40z
9.25" Rear | Beam Iron AN,BRDN,AB | SAE 75W-90 GL-5# J05010320AA 4.5 Pt 40z
N/R=Not Required.
*If equipped with Trac-Lok or Power-Lok, fluid capacity includes indicated amount of Limited Slip Additive (Mopar PN 04318060).
#If used for Heavy Duty or Trailer Tow applications, Synthetic SAE 75W-140 GL-5 is recommended (Mopar PN 04874469).
TRANSFER CASES
FLUID
Transfer Case Vehicle Family Description Quart PN Lube Capacity
NV231 AN,DN,TJ,XJ ATF+3 (2001 ATF+4) 05010124AA 2.5 P/3.25 Pt(TJ)
NV231HD BR ATF+3 (2001 ATF+4) 05010124AA 36Pt
NV241HD BR ATF+3 (2001 ATF+4) 05010124AA 6.5 Pt
NV241LD BR ATF+3 (2001 ATF+4) 05010124AA 50 Pt
NV242 AN,DN,WJ,XJ,ZJ ATF+3 (2001 ATF+4) 05010124AA 285 Pt
NV247 wJ NV247 05016796AA 35Pt
NV249 ZJ ATF+3 05010124AA 25Pt
Power Transfer Unit NS SAE 80W-90 GL-5 04874468 24Pt
Mitsubishi FJ24 SAE 75W-90 GL-5 05010320AA 1.1 Pt
VEHICLE FAMILY LEGEND
PASSENGER CARS DODGE TRUCKS/VANS JEEP
FJ = Sebring Coupe, Avenger, Talon AB = Ram Van, Wagon (RWD) TJ = Wrangler
JA = Cirrus, Stratus, Breeze AN = Dakota Pickup XJ = Cherokee
JX = Sebring Convertible BE = Ram Club Cab WJ/ZJ = Grand Cherokee
LH = Concorde, LHS, Intrepid, Vision BR = Ram Pickup
NS =Town & Country, Caravan, Voyager DN = Durango
PL=Neon
PR = Prowler
PT=PT Cruiser
SR = Viper
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